(MG 30T)

SERIE 800

BAR STOCK BALL VALVE MONOBLOC
FULL BORE

ANTISTATIC
DEVICE

TO BS 5146
_—

A

o

FIRE SAFE TO API 4° EDITION

ANTIBLOWOUT STEM
SERIE 800 DIMENSIONS
DN 8 |10 | 15 | 20 25 (32 40 | 50 65 | 80 100
DN 1/4° | 3 ;3_'___'_1;2' 34" 11 0 L | O iy 2 |2 12> | 3 4"
D 11 ' 11 15 20 25 32 38 48 65 75 54
H 62 | 62 70 a5 90 a5 100 105 160 203 227
L 65 | 65 75 20 100 | 115 125 150 160 200 225
A | 150 i 150 150 185 | 185 285 285 285 355 355 | 475
KG 0.6 | 0.6 0.9 1.55 2.2 35 4.4 6.1 13 16 28
Standard materials: ASTM A 105-A5TM A 182F316/L *Other materials upon request.
PART |DESCRIZIONE DESCRIPTION *ASTM AL105 *ASTM A 182F316/L
CORPOD BODY *ASTM ALDS *A 182F316/L
2 SFERA BALL *ASTM ALB2F316 *A 182F316/L
3 CHIUSURA BODY END *ASTM A10DS *A 182F316/L
4 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL
5 STELD STEM *¥A182F316/L *A 182F316/L ]
[ DADI STEM NUTS *GRES GALVANIZED *GRES GALVANIZED
7 SEDI SEATS *PTFE *PTFE
8 LEVA HANDLE *GALVANIZED STEEL *GALVANIZED STEEL
9 PREMISTOFPA PRESSING BUSH *4105 GALVANIZED *A 105 GALVANIZED
10 ARRESTD STOP *GALVANIZED STEEL *GALVANIZED STEEL
11 ANELLD RING *VITON/GRAF. _*ITON/GRAF.
12 MOLLE A TAZZA SPRING *C.72 GALVANIZED *C, 72 GALVANIZED
13 GUARNIZIONI] GASKETS *RPTFE/GRAF. *RPTFE/GRAF.

Walves dats and characterstic can modFfied without priar notice .




(MG 30T)

ANTISTATIC
DEVICE
TO BS 5146

FULL BORE

A

SERIE 1500

BAR STOCK BALL VALVE MONOBLOC

o
S,

i
SN

|

e e D -~

FIRE SAFE TO API 4° EDITION

il
L ANTIBLOWOUT STEM

SERIE 1500 DIMENSIONS
DN & | 10 _! 15 | 20 25 32 | 40 &0 | 65 | 80 100
DN | 1/4" | 3/8" 1/2" 3/%" 1" TIM™—11.1/2" | 2° | 2.1/ |3 | 4"
D 11 11 15 20 25 32 38 48 65 75 | 94
H 62 62 70 a5 S0 o5 100 105 160 203 227
L 65 &5 75 20 100 115 125 150 160 200 225
A | 150 | 150 150 185 185 285 285 285 | 355 | 355 | 475
KG 0.6 0.6 0.9 1.55 2.2 35 4.4 6.1 13 16 28
Standard materials: ASTM A 105-ASTM A 182F316/L *0ther materiads upon request.

PART |DESCRIZIONE DESCRIPTION *ASTM A105 *ASTM A 182F316/L

1 CORPOD BODY FESTH ALOS *A 182F316/L

2 SFERA BALL *ASTM ALB2F316 *A 182F316/L

3 CHIUSURA BODY END ¥ASTM ALDS *A 182F316/L

4 ARRESTO STOP *GALVANTZED STEEL *GALVANIZED SEEL

5 STELD STEM FRIBZFI16E/L *A 182F316/L

6 DADI STEM NUTS HGRAS GALVANIZED *GRES GALVANIZED

7 SEDI SEATS *PTFE *PTFE

8 LEVA HANDLE *GALVANIZED STEEL *GALVANIZED STEEL

9 PREMISTOPPA PRESSING BUSH *A105 GALVANIZED *A 105 GALVANIZED

10 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED STEEL

11 ANELLO RING *WITON/GRAF. *WITON/GRAF.

12 MOLLE A TAZZA SPRING *C.72 GALVANIZED *C,72 GALVANIZED

13 GUARNIZIONI GASKETS 3 *RPTFE/GRAF.

Wishves. data and charactenistic can modifed wihout prior notice.




(MG 30T)

ANTISTATIC
DEVICE
TO BS 5146

SERIE 3000

BAR STOCK BALL VALVE MONOBLOC
FULL BORE

—_——

A

FIRE SAFE TO API 4° EDITION

ANTIBLOWOUT STEM
SERIE 3000 DIMENSIONS
DN & 110 J 1157/ /) (26 25 ) 32 ) _ir_qag_ |50 65 | 80
DN 1/4" 3/8" 1/2" | 34" s B 1.174" 1.1/2" P 2172 | 3"
D 11 11 15 20 25 32 38 | 48 65 75
H 62 | 62 70 85 20 95 100 | 105 160 | 203
L 65 | 65 75 90 100 115 125 | 150 160 200
A 150 | 150 150 185 185 285 285 | 285 355 355
KG 06 |06 0.9 1.55 2.2 3.5 4.4 | 6.1 13 16
Standard materials: ASTM A 105-ASTM A 1B2F316/L *0ther matenalks upon reguest.
PART |DESCRIZIONE DESCRIPTION *ASTM A105 *ASTM A 182F316 /L
1 CORPO BODY *ASTM ALDS *A 182F316/L
2 SFERA BALL *ASTM A1BZF316 *A 182F316/L
3 CHIUSURA BODY END *ASTH AIDS *A 182F316/L
3 ARRESTD STOP *GALVANIZED STEEL *GALVANIZED SEEL
5 STELO STEM FATBIFIT6/L *A 182F316/L _
6 DADI STEM NUTS *GRES GALVANIZED *GRES GALVANIZED
7 SEDI SEATS *DERLIN *DERLIN
8 LEVA HANDLE *GALVANIZED STEEL *GALVANIZED STEEL
9 PREMISTOFPA PRESSING BUSH *A105 GALVANIZED *A 105 GALVANIZED
10 ARRESTOD STOP *GALVANTZED STEEL *GALVANIZED STEEL
11 ANELLO | RING | *VITON/GRAF. _*VITON/GRAF.
12 MOLLE A TAZZA SPRING *C.72 GALVANIZED *C.72 GALVANIZED
13 GUARNIZIONI GASKETS *RPTFE/GRAF. *RPTFE/GRAF.

Valves dats and cheracteristic can modified without prior notice.




(MG 30T)

SERIE 6000

BAR STOCK BALL VALVE MONOBLOC
FULL BORE

ANTISTATIC
DEVICE

TO BS 5146
_—

FIRE SAFE TO API 4° EDITION

ANTIBLOWOUT STEM
SERIE 6000 DIMENSIONS
DN 8 10 | 18 20 25 32 | 40 | 50
DN | 1/4" 3/8" " 3/9" 1 5 | 1.1/4" 1.1" | 2"
D 11 11 15 20 25 32 33 | 48
H 62 62 70 a5 90 95 100 105
L 65 65 75 a0 100 115 125 | 150
A 150 150 150 185 185 285 285 285
KG 0.6 0.6 0.9 1.55 2.2 3.5 4.4 6.1
Standard matenals: ASTM A 105-A5TM A 182F316/L *Qther materials upon request.
PART |DESCRIZIONE DESCRIPTION *ASTM AL105 *ASTM A 182F316/L
1 CORPO BODY TRCTH AT0S 7 ) 182F316/L
2 SFERA BALL *ASTM AL1B2F316 *A 182F316/L
3 CHIUSURA BODY END *ASTM A105 *A 182F316/L
4 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL
5 STELD STEM FRI8ZF3 16/ *A 182F316/L
& DADI STEM NUTS FERES GALVANIZED *GR6S GALVANIZED
7 SEDI SEATS *DERLIN *DERLIN
] LEVA HANDLE *GALVANIZED STEEL *GALVANLZED STEEL
9 PREMISTOPPA FRESSING BUSH *A105 GALVANIZED *A 105 GALVANIZED
10 ARRESTO STOP HEALVANIZED STEEL *GALVANIZED STEEL
11 ANELLO RING WITON/GRAF. WITON/GRAF.
12 MOLLE A TAZZA SPRING *C.72 GALVANIZED *C.72 GALVANIZED
13 GUARNIZIONI GASKETS *RFTFE/GRAF. *RPFTFE/GRAF.

Wilves data and characierietc can modified without prior motice.




(MG 30R)

SERIE 800

BAR STOCK BALL VALVE MONOBLOC
REDUCED BORE

ANTISTATIC
DEVICE
TO BS 5146

A

FIRE SAFE TO API 4° EDITION

ANTIBLOWOUT STEM

SERIE 800 DIMENSIONS
DN 8 10 |15 | 20 25 132 40 50 | 65 80 100
DN | 1/9" | 3/8" 1/2" [3/4" 115 [1.1/q" 1.1/2" il 212 |3 q"
D |11 11 11 15 | 20 | 25 32 38 48 65 |75
H 62 62 62 70 85 90 95 100 105 160 203
L |65 65 65 75 | 90 | 100 115 125 150 160 | 200
A 150 150 150 150 185 | 185 285 285 285 355 355
KG 0.6 0.6 0.6 0.9 1,55 | 2.2 3.5 4.4 6.1 |13 16
Standard materials: ASTM A 105-ASTH A 182F316/L *Other materials upon request.

PART |DESCRIZIONE DESCRIPTION *ASTM A105 *ASTM A 182F316/L

1 CORFPO BODY TRSTH ALOS *A 182F316/L

2 SFERA BALL *ASTM A1B2F316 *A 182F316/L

3 CHIUSURA BODY END *ASTM A105S *A 182F316/L

4 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL

5 STELO STEM *A1BZF316/L *A 182F316/L

[ DADI STEM NUTS "GRG6S GALVANIZED *GRGS GALVANIZED

7 SEDT SEATS *PTFE *PTFE
B LEVA HANDLE *GALVANIZED STEEL *GALVANIZED STEEL

] PREMISTOPPA PRESSING BUSH FAI05 GALVANIZED *A 105 GALVANIZED

10 ARRESTO STOP *GALVANIZED STEEL *GALVANIZ

11 ANELLD RING *VITON/GRAF. *VITON/GRAF.

12 MOLLE A TAZZA SPRING *(.72 GALVANIZED *C,72 GALVANIZED

13 GUARNIZIONI GASKETS *RPTFE/GRAF. *RPTFE/GRAF.

Walves dats and charsctesistic can modifisd without prior nolice.




(MG 30R)

SERIE 1500

BAR STOCK BALL VALVE MONOBLOC
REDUCED BORE

ANTISTATIC
DEVICE
TO BS 5146

A

g,

DN - ——

FIRE SAFE TO API 4° EDITION

11
L ANTIBLOWOUT STEM

SERIE 1500 DIMENSIONS
DN 8 10 (155 /7]/20- C (28 SO J40./ +|BE0« [ 4| 65 80 100
DN 1/4" 3/8" 12" 3/4" LY 1.1/4" 1.1/2° | 2 2.1/2" 3" 4"
D |11 [11 11 15 20 25 |32 | 38 48 | 65 | 75
H 62 B2 62 70 85 a0 95 100 105 160 203
L | 65 | 65 &5 75 a0 100 | 115 | 125 150 | 160 | 200
A 150 150 150 150 185 185 285 _ 285 285 355 355
KG 0.6 | 0.6 0.6 0.9 1.55 2.2 3.5 | 4.4 6.1 13 16
Standard materials: ASTM A 105-A5TM A 182F316/L *Other materials upon request.

PART |DESCRIZIONE DESCRIPTION *ASTM A105 *ASTM A 182F316/L

1 "CORPO “BODY [ FASTMAIDS A 182F316/L

2 SFERA BALL FASTM ATB2F316 *A 182F316/L

3 CHIUSURA BODY END *ASTM A105 *A 182F316/L

4 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL

5 STELO STEM *A182F316/L *A 182F316/L

b DADI STEM NUTS *GRES GALVANIZED *GR6S GALVANIZED

Fi SEDI SEATS ¥ *PTFE

] LEVA HANDLE ¥GALVANTZED STEEL *GALVANIZED STEEL

9 PREMISTOPPA PRESSING BUSH FA105 GALVANIZED *A 105 GALVANIZED

10 ARRESTO 5TOP *GALVANTZED STEEL *GALVANIZED STEEL

11 ANELLO RING FWITON/GRAF. *VITON/GRAF.

12 MOLLE A TAZZA SPRING *C.72 GALVANIZED .72 GALVANIZED

13 GUARNIZIONI GASKETS ¥RPTFE/GRAF. *RPTFE/GRAF.

Wailves dista and dharacteristic can modifisd without prior notioe.




(MG 30R)

BAR STOCK BALL VALVE MONOBLOC

REDUCED BORE

A

SERIE 3000

L

ANTISTATIC
DEVICE 4
TO BS 5146 3
—_—
]

@/@‘Lén

FIRE SAFE TO API 4° EDITION

ANTIBELOWOUT STEM
SERIE 3000 DIMENSIONS
DN |8 |10 [ |15 /7 /200 Jl25’Hr)32) . Dag | . Usp 65 80
DN | 1/4" | 3/8" 12 {-3/4" 1= 1.1/4" 1.1/2" |2 2.1/2" [ 3"
D 11 | 11 11 15 20 25 32 | 38 48 65
H 62 | 62 62 70 85 S0 a5 | 100 105 180
L 65 | 65 65 75 S0 100 115 | 125 150 180
A 150 150 150 150 185 185 285 | 285 285 | 355
KG 0.6 0.6 0.6 0.9 1.55 2.2 3.5 | %4 6.1 13
Standard materials: ASTM A 105-ASTM A 182F316/L *Qther matenals upon reguest.
PART |DESCRIZIONE DESCRIPTION *ASTM A105 *ASTM A 182F316/L
1 CORFO BODY *ASTM ALOS A 1823160
2 SFERA BALL *ASTM A182F316 *A 182F316/L
3 CHIUSURA BODY END *ASTM A10S *A 182F316/L
4 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL
5 STELO STEM FATBIF316/L *A 182F316/L
[ DADI STEM NUTS *GRES GALVANIZED *GR65 GALVANIZED
! SEDI SEATS *DERLIN *DERLIN
| 8 LEVA HANDLE *GALVANIZED STEEL *GALVANIZED STEEL
E] PREMISTOPPA | SH *A105 GALVANIZED *A 105 GALVANIZED
10 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED STEEL
11 ANELLO RING *WITON/GRAF. *VITON/GRAF.
12 MOLLE A TAZZFA SPRING *C.72 GALVANIZED *C.72 GALVANIZED
13 GUARNIZIONI GASKETS *RPTFE/GRAF. *RPTFE/GRAF.

Wiahves dala and ohivacteristic can modified without pfion notice,




(MG 30R)

SERIE 6000

BAR STOCK BALL VALVE MONOBLOC
REDUCED BORE

ANTISTATIC
DEVICE

TO BS 5146

—_—_—

A

FIRE SAFE TO API 4° EDITION

ANTIBLOWOUT STEM
SERIE 6000 DIMENSIONS
DN 8 10 | a5 20 25 32 40 [ 50
DN 1/4" 3" 12" 3/4" | 1.1/4" 1.1/ | 2
D 11 i1 11 15 20 25 32 38
H . 62 62 62 70 85 | 20 95 | 100
L | 65 b5 B5 75 S0 | 100 115 | 125
A 150 150 150 150 185 185 285 | 285
KG | 0.6 0.6 0.6 0.9 1.55 i 3.5 | 4.4
Standard materials: ASTM A 105-ASTM A 182F316/L *Other materials upon request.
PART |DESCRIZIONE DESCRIPTION *ASTM AL105 *ASTM A 182F316/L
1 CORPO BODY TASTM AL0S FA 182F316/L
2 SFERA BALL *ASTM A182F316 *A 182F316/L
3 CHIUSURA BODY END *ASTM A105 *A 182F316/L
] ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL
5 STELD STEM *AIBZF316/L *A 182F316/L
[ DADI STEM NUTS GRES GALVANIZED *ERES GALVANIZED
7 SEDI SEATS *DERLIN *DERLIN
|8 LEVA HANDLE L *GALVANIZED STEEL
 PREMISTOPPA PRESSING BUSH *RI05 GALVANTZED *A 105 GALVANIZED
in ARRESTO STOP FALVANIZED STEEL FGALVANIZED STEEL
11 ANELLO RING *WITON/GRAF. *VITON/GRAF.
12 MOLLE A TAZZA SPRING #C.72 GALVANIZED *,72 GALVANIZED
13 GUARNIZIONI GASKETS *RPTFE/GRAF. *RPTFE/GRAF.

Wilves data and charscieristc can madified without prior motice.



