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Standard materials: ASTM A 105-ASTM A 182F316/L
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*Qther materials upon request.

PART |DESCRIZIONE DESCRIPTION *ASTM A105 *ASTM A 182F316/L
1 CORPO BODY *ASTM A105 *A 182F316/L

2 SFERA BALL *ASTM A182F316 *A 182F316/L

3 CHIUSURA BODY END *ASTM A105 *A 182F316/L

4 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL
5 STELO STEM *A182F316/L *A 182F316/L

6 DADI STEM NUTS *GR65 GALVANIZED *GR6S GALVANIZED
7 SEDI SEATS *PTFE *PTFE

8 LEVA HANDLE *GALVANIZED STEEL *GALVANIZED STEEL
9 PREMISTOPPA PRESSING BUSH *A105 GALVANIZED *A 105 GALVANIZED
10 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED STEEL
11 ANELLO RING *VITON/GRAF. *VITON/GRAF.

12 MOLLE A TAZZA SPRING *C.72 GALVANIZED *C.72 GALVANIZED
13 GUARNIZIONI GASKETS *PTFE/GRAF. *PTFE/GRAF.

14 VITE SCREW *8.8 GALVANIZED *8.8 GALVANIZED

Valves data and characteristic can modified without prior notice.



utente
Casella di testo


BALL VALVE ANSI DIMENSIONS

ANSI 150 DIMENSIONS RF (MG 600T)
DN 15 20 25 32 40 50 65 80 100 125 150
DN 1/2" 3/4" 1" 1.1/4" 1.1/2" 2" 2.1/2" 3" 4" 5" 6"
A 150 185 185 285 285 285 355 355 475 475 475
D 14 20 25 32 38 48 65 75 95 119 145
L 108 117 127 140 165 178 190 203 229 254 267
C 5.5 7.5 7.5 9 9 9 14 14 18 18 18
B 10 12 12 14 14 14 22 22 30 30 30
G 9 10 16 16 15 24 28 26 24 24 24
M 25 20 36 37 34 57 57 60 70 64 64
1so5211| F Q3 F 04 F 04 F 05 F 05 F 05 F 07 F 07 F 07 F 10 F 10
KG 2.5 4 6 8 13 17 22 30 40 50 73
ANSI 300 DIMENSIONS RF (MG 650T)
DN 15 20 25 32 40 50 65 80 100 125 150
DN 1/2" 3/4" 1" 1.1/4" 1.1/2" 2" 2.1/2" 3" 4" 5" 6"
A 150 185 185 285 285 285 355 355 475 475 475
D 14 20 25 32 38 48 65 75 95 119 145
L 140 152 165 180 191 216 241 283 305 381 403
C 5.5 7.5 7.5 9 9 9 14 14 18 18 18
B 10 12 12 14 14 14 22 22 30 30 30
G 9 10 16 16 15 24 28 26 24 24 24
M 25 20 36 37 34 57 57 60 70 64 64
1so5211| F Q3 F 04 F 04 F 05 F 05 F 05 F 07 F 07 F 07 F 10 F 10
KG 4.8 5.9 7 11.6 14 20 26 40 58 72 91
ANSI 600 DIMENSIONS RF (MG 700T)
DN 15 20 25 32 40 50 65 80 100

DN |1/2" 3/4" 1} P FREE 242" 3" 4"

A 150 185 185 285 285 285 355 355 475

D 14 20 25 32 38 48 65 75 95

L 165 191 216 229 241 292 330 356 432

C 5.5 7.5 7.5 9 9 9 14 14 18

B 10 12 12 14 14 14 22 22 30

G 9 10 16 16 15 24 28 26 24

M 25 20 36 37 34 57 57 60 70

1s05211| F Q3 F 04 F 04 F 05 F 05 F 05 F 07 F 07 F 07

KG 6.8 8.7 10.2 14 20 25 39 50 80
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BALL VALVE ANSI DIMENSIONS

ANSI 150 DIMENSIONS RF (MG 600R)
DN 20 25 32 40 50 65 80 100 125 150
DN | 3/4" i 1.1/4" | 1.1/2" | 2" 2.1/2" | 3" 4" 5" 6"
A 185 185 285 285 285 355 355 475 475 475
D 15 20 25 25 38 48 48 75 95 95
L 117 127 140 165 178 190 203 229 254 267
C 7.5 7.5 9 9 9 14 14 18 18 18
B 12 12 14 14 14 22 22 30 30 30
G 17 17 23 29 21 40 40 24 24 24
M 25 25 37 38 30 58 58 70 64 64
1s05211| F 03 FO03 F 04 F 04 F 05 F 07 F 07 FQ7 F 10 F 10
KG 4 6 8 12 15 19 26 38 45 65
ANSI 300 DIMENSIONS RF (MG 650R)
DN 20 25 32 40 50 65 80 100 125 150
DN | 3/4" 1" 1.1/4" [1.a72" 2" 2.1/2" | 3" 4" 5" 6"
A 185 185 285 285 285 355 355 475 475 475
D 14 20 25 25 38 48 48 75 95 95
L 152 165 180 191 216 241 283 305 381 403
C 7.5 7.5 9 9 9 14 14 18 18 18
B 12 12 14 14 14 22 22 30 30 30
G 17 17 23 29 21 40 40 24 24 24
M 25 25 37 38 30 58 58 70 64 64
1505211 F 03 FO03 F 04 F 04 F 05 FQ7 F Q7 F 07 F 10 F 10
KG 5.9 7 11.6 12 18 23 35 52 65 82
ANSI 600 DIMENSIONS RF (MG 700R)
DN 20 25 32 40 50 65 80 100

DN 3/4" 1" 1.1/4" 1.142" 2 2.1/2" 3" 4"

A 185 185 285 285 285 355 355 475

D 15 20 25 25 38 48 48 75

L 191 216 229 241 292 333 356 432

C 7.5 7.5 9 9 9 14 14 18

B 12 12 14 14 14 22 22 30

G 17 17 23 29 21 40 40 24

M 25 25 37 38 30 58 58 70

1so5211| F Q3 F 03 F 04 F 04 F 05 F 07 F 07 F 07

KG 8.7 10.2 14 18 23 35 43 72

STANDARD EXECUTION

EXECUTION UPON REQUEST

-ANTIBLOWOUT

-PN6 PN64 PN100 PN160

-OPERATING TEMPERATURE -20° +200°

-SPECIAL FACE TO FACE DIMENSIONS

-ANTISTATIC DEVICE

-SEAT AND SEALS IN DIFFERENT MATERIALS

-FIRE SAFE CERTIFIED

-LOCKING DEVICE

-ISO 5211 TOP WORKS DRILLING

-LEVER EXTENSION

-EXOTIC MATERIALS

-AS PER CUSTOMER'S SPECIFICATION

VALVES DATA AND CHARACTERISTIC CAN BE MODIFIED WITHOUT PRIOR NOTICE
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SPLIT BODY

BALL VALVE REDUCED BORE

Standard materials: ASTM A 105-ASTM A 182F316/L
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*Qther materials upon request.

PART |DESCRIZIONE DESCRIPTION *ASTM A105 *ASTM A 182F316/L
1 CORPO BODY *ASTM A105 *A 182F316/L

2 SFERA BALL *ASTM A182F316 *A 182F316/L

3 CHIUSURA BODY END *ASTM A105 *A 182F316/L

4 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED SEEL
5 STELO STEM *A182F316/L *A 182F316/L

6 DADI STEM NUTS *GR6S GALVANIZED *GR6S GALVANIZED
7 SEDI SEATS *PTFE *PTFE

8 LEVA HANDLE *GALVANIZED STEEL *GALVANIZED STEEL
9 PREMISTOPPA PRESSING BUSH *A105 GALVANIZED *A 105 GALVANIZED
10 ARRESTO STOP *GALVANIZED STEEL *GALVANIZED STEEL
11 ANELLO RING *VITON/GRAF. *VITON/GRAF.

12 MOLLE A TAZZA SPRING *C.72 GALVANIZED *C.72 GALVANIZED
13 GUARNIZIONI GASKETS *PTFE/GRAF. *PTFE/GRAF.,

14 VITE SCREW *8.8 GALVANIZED *8.8 GALVANIZED

Valves data and characteristic can modified without prior notice.
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BALL VALVE PN DIMENSIONS

UNI PN16-PN40 DIMENSIONS (MG 500T)
DN |15 20 25 32 40 50 65 80 100 125 150
DN |1/2" 3/4" 1" 1.1/4" [ 1.1/2" | 2" 2.1/2" 3" 4" 5" 6"

A 150 185 185 285 285 285 355 355 475 475 475
D 14 20 25 32 38 48 65 75 95 119 145
L 115 120 125 130 140 150 170 180 190 325 350
[ 5.5 7.5 7.5 9 9 9 14 14 18 18 18
B 10 12 12 14 14 14 22 22 30 30 30
G 11.5 17 17 23 29 21 40 40 24 24 24
M |15 25 25 37 38 30 58 58 70 64 64
1s05211 F 03 F 03 F 03 F 04 F 04 F 05 F 07 F 07 F 07 F 10 F 10
KG |27 4.1 6.1 7 12 14 22 23 36 60 71

STANDARD EXECUTION

EXECUTION UPON REQUEST

-ANTIBLOWOUT

-PN6 PN6&4 PN100 PN160

-OPERATING TEMPERATURE -20° +200°

-SPECIAL FACE TO FACE DIMENSIONS

-ANTISTATIC DEVICE

-SEAT AND SEALS IN DIFFERENT MATERIALS

-FIRE SAFE CERTIFIED

-LOCKING DEVICE

-ISO 5211 TOP WORKS DRILLING

-LEVER EXTENSION

-EXOTIC MATERIALS

-AS PER CUSTOMER'S SPECIFICATION

VALVES DATA AND CHARACTERISTIC CAN BE MODIFIED WITHOUT PRIOR NOTICE
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BALL VALVE ANSI DIMENSIONS

ANSI 900-1500 DIMENSIONS RF (MG 800T)
DN |15 20 25 40 50
DN | 1/2" 3/4" 1" 1.1/2" [ 2"
A 150 185 185 285 285
D 14 20 25 38 48
L 216 229 254 305 368
[ 5.5 7.5 7.5 9 9

B 10 12 12 14 14
G 11.5 i7 17 29 21
M |15 25 25 38 30
1s05211] F 03 F 03 F 03 F 04 F 05
KG_ |8 9.5 12 25 30
ANSI 900-1500 DIMENSIONS RT] (MG 800T)
DN |15 20 25 40 50
DN |1/2" 3/4" 1" 1.1/2" [2"
A 150 185 185 285 285
D 14 20 25 38 48
L 216 229 254 305 371
[ 5.5 7.5 7.5 9 9

B 10 12 12 14 14
G 11.5 7 17 29 21
M |15 25 25 38 30
1s05211| F 03 F 03 F 03 F 04 F 05
KG |8 9.5 12 25 30
ANSI 2500 DIMENSIONS RF (MG 900T)
DN |15 20 25 40 50
DN |1/2" 3/4" T L2 2]
A 150 185 185 285 285
D 14 20 25 38 48
L 273 308 356 387 451
C 5.5 7.5 7.5 9 9

B 10 12 12 14 14
G 11.5 17 17 29 21
M |15 25 25 38 30
1so5211| F 03 F 03 F 03 F 04 F 05
KG |/ / / / /
ANSI 2500 DIMENSIONS RTJ (MG 9200T)
DN |15 20 25 40 50
DN | 1/2" 3/4" i 1.1/2" [ 2"
A 150 185 185 285 285
D 14 20 25 38 48
L 273 308 356 387 454
c 5.5 7.5 7.5 9 9

B 10 12 12 14 14
G 11.5 17 17 29 21
M |15 25 25 38 30
1s05211] F 03 F 03 F 03 F 04 F 05
KG |/ / / / /
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BALL VALVE ANSI DIMENSIONS

ANSI 900-1500 DIMENSIONS RF (MG 800R)
DN 20 25 40 50
DN 3/4" 1" 1.1/2" 2"

A 150 185 185 285
D 14 20 25 38

L 229 254 305 368
C 5.5 7.5 7.5 9

B 10 12 12 14

G 11.5 17 17 29

M 15 25 25 38

1sos211| F 03 F 03 F 03 F 04
KG 8 9.5 12 25
ANSI 900-1500 DIMENSIONS RTJ (MG 800R)
DN 20 25 40 50
DN 3/4" 1" 1.1/2" 2"
A 150 185 185 285
D 14 20 25 38
L 229 254 305 371
C 5.5 7.5 7.5 9

B 10 12 12 14
G 11.5 17 17 29
M 15 25 25 38
1so5211| F 03 F 03 F 03 F 04
KG 8 9.5 12 25
ANSI 2500 DIMENSIONS RF (MG 900R)
DN 20 25 40 50
DN 3/4" 1" 1.1/2" X
A 150 185 185 285
D 14 20 25 38
L 308 356 387 451
C 5.5 7.5 7.5 9

B 10 12 12 14
G 11.5 17 17 29
M 15 25 25 38
1505211] F 03 F 03 FO03 F 04
KG |/ / / /
ANSI 2500 DIMENSIONS RTJ (MG 900R)
DN 20 25 40 50
DN 3/4" 1" 1.1/2" 2"
A 150 185 185 285
D 14 20 25 38
L 308 356 387 454
C 5.5 7.5 7.5 9

B 10 12 12 14
G 11.5 17 17 29
M 15 25 25 38
1sos211| F 03 F 03 FO03 F 04
KG |/ / / /
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